   ARI / ISO 13256-1 PERFORMANCE DATA
   ENTERING WATER TEMPERATURES

	WATER LOOP


	GROUND WATER
	GROUND LOOP

	86°F
	68°F
	59°F
	50°F
	77°F
	32°F


    CAPACITY AND EFFICIENCY DATA

	MODEL
	CFM
	COOLING

CAPACITY

(WLHP)
	EER

(WLHP)
	HEATING

CAPACITY

(WLHP)
	COP

(WLHP)
	COOLING

CAPACITY

(GLHP)
	EER

(GLHP)
	HEATING
CAPACITY
(GLHP)
	COP

(GLHP)
	COOLING

CAPACITY

(GLHP)
	EER

(GLHP)
	HEATING
CAPACITY
(GLHP)
	COP
(GLHP)

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	AP025
	
	
	
	
	
	
	
	
	
	
	
	
	

	PART LOAD
	750
	20,000
	19.3
	23,000
	6.5
	22,500
	32.5
	19,500
	5.5
	22,000
	27.8
	16,600
	4.7

	FULL LOAD
	950
	27,000
	16.2
	32,500
	5.3
	31,000
	25.1
	26,500
	4.8
	28,500
	19.2
	20,400
	4.1

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	AP035
	
	
	
	
	
	
	
	
	
	
	
	
	

	PART LOAD
	1000
	25,700
	19.8
	29,500
	6.3
	29,500
	34.0
	24,300
	5.3
	28,200
	28.5
	22,000
	4.8

	FULL LOAD
	1200
	36,000
	16.0
	43,000
	5.1
	41,200
	23.5
	36,200
	4.7
	38,200
	18.4
	28,200
	4.1

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	APO49
	
	
	
	
	
	
	
	
	
	
	
	
	

	PART LOAD
	1300
	37,000
	20.0
	38,500
	5.9
	41,200
	32.5
	31,500
	5.0
	40,200
	28.0
	28,000
	4.6

	FULL LOAD
	1700
	50,000
	16.9
	53,000
	5.2
	56,000
	24.0
	45,500
	4.8
	52,000
	19.0
	38,000
	4.1

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	AP061
	
	
	
	
	
	
	
	
	
	
	
	
	

	PART LOAD
	1500
	47,000
	19.0
	56,500
	6.2
	53,000
	33.0
	45,000
	5.2
	51,000
	27.7
	39,000
	4.6

	FULL LOAD
	2000
	64,000
	16.2
	78,500
	5.4
	71,000
	23.8
	65,000
	5.0
	67,000
	18.5
	49,000
	4.1

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	AP071
	
	
	
	
	
	
	
	
	
	
	
	
	

	PART LOAD
	1500
	53,000
	18.2
	65,800
	5.2
	59,000
	28.8
	53,700
	4.6
	57,500
	25.2
	47,000
	4.1

	FULL LOAD
	2300
	72,000
	16.0
	89,000
	5.2
	78,000
	21.8
	73,000
	4.7
	74,000
	18.0
	58,000
	4.1


Tabulated performance data is at note entering water temperatures and entering air conditions of 80.6°F DB/66.2°F / WB at ARI/ISO 13256-1 rated CFM








